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ABSTRACT 
This research work outlines thermal and mechanical properties of prepacked 
concrete containing Palm Oil Fuel Ash (POFA). Prepacked aggregate concrete 
(PAC)  is a special kind of concrete which is produced by first placing the coarse 
aggregates inside the molds followed by injection of grout by using pump or gravity 
method. The grout consists of sand, cement and water plus chemical and mineral 
admixtures. POFA is a mineral admixture which can be used as a supplementary 
cementitious material.  This study determines the heat of hydration, heat transfer and 
mechanical properties of PAC with POFA replaced in different percentages of 0%, 
10%, 20% and 30% by weight of cement. Along with thermal properties, properties 
of grout and strength of concrete were also investigated. The result obtained in this 
study demonstrated that the partial replacement of cement by POFA is advantageous 
and has very good potential to control the heat of hydration in prepacked concrete. 
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ABSTRAK 
Kerja penyelidikan ini menggariskan sifat haba oleh konkrit prepacked yang 
mengandungi Palm Oil Fuel Ash (POFA). Konkrit agregat Prepacked (PAC) adalah 
sejenis konkrit khas yang dihasilkan dengan meletakkan agregat kasar terlebih 
dahulu ke dalam acuan diikuti dengan suntikan grout dengan menggunakan pam atau 
kaedah graviti. Grout terdiri daripada pasir, simen dan air serta bahan tambah kimia 
dan mineral. POFA adalah bahan tambah mineral yang boleh digunakan sebagai 
bahan gantian simen. Kajian ini menentukan haba penghidratan dan haba 
pemindahan oleh PAC dengan POFA digantikan dalam peratusan yang berbeza 0%, 
10%, 20% dan 30% mengikut berat simen. Bersama-sama dengan sifat haba, sifat 
grout dan kekuatan konkrit juga telah disiasat. Keputusan yang diperolehi dalam 
kajian ini menunjukkan bahawa gantian separa simen oleh POFA adalah berfaedah 
dan mempunyai potensi yang sangat baik untuk mengawal haba penghidratan dalam 
konkrit prepacked. 
